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Current Rating: 1 Amps
Insulator Resistance: 1000 Megohms min
Contact Resistance: 20m ohms max.
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1.27*No.of Contacts/2+7.55+0.3 Dielectric Withstanding: AC 500V
1.27*No.of Contacts/2+5.95+0.3 Operating Temperature: - 40° ~ +105° C
Max Processing Temp: 230° C for 60 seconds
LRI LTIaanarIrant . 260" C for 10 seconds
Contact Material: Brass
BEEHEEEEBEEEEEEEEEEEEEEEHEEEEEEEE A oo O H_\.dm.c_mﬂO—- —/\_m.ﬂm:m_” ﬂuo_<mm.ﬂm—x~c_l ©h<lo
IS ™ Finish: Gold Plated Standard: Nylon-6T
000D IEENOOOEERNEEDOEOEOOG ©|00| 0 Standard: Gold Flash all
< m m andard: Go ash all over
~
4.00 m Dim.A2.50
A D A m % m.
RS o
T o — 1 .m
Il [a) I
SQ0.46*0.46 1
, 1.27 3
1.27*No.of Contacts/2-1.27 ~
Recommended P.C.B
Hole Layout
S )
LN Q-
N 1.27 @
0 00000050000000000000000
00000000000000000000000
JV 1.27*No.of Contacts/2-1.27 %
. BH41 X - XX RO BK X 000 X |
(RoHS Compliant) 1 2 3 4 56 7
1. Insulator Material: 5. Contact Plated: I=Gold 1u" 6. Special Options —
N= Nylon-6T T=Matte Tin over Nickel =Gold 5u", i " . Ca &
L= LCP P-pAST W=Meatte Tin over Nickel 150u" oo 1o te Tin 1000 e e FETRA R TARA PARTNO. |  BH41X-XXROBKX000X | X | XX | XXX
2. Circuits: 10~80 pin Y=Brighe Tin over Nickel J=Gold 10u",Matte Tin 100u" mm._.—mmv\m 4 +0.30| +0.20] +0.1
3. Taill Style: S=Gold Flash L=Gold 15u" P, reel 1:BH41N-80BKHOCA DRAWING NO| ~ ZS-00149-) EDITION: AL | ITEM: BH41
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